Table: Conversion Tables

Humbrol paints can be used on all leading model brands, not just Airfix models. Use these handy conversion tables below to match your colours precisely, giving you the best results on whatever model you purchase.

### Useful hints and tips

#### Painting and Varnishing

- **Metallics cannot be over-coated; they are designed as a topcoat product only.**
- **Parts are best painted before being glued together. Always scrape any paint from the surfaces to be glued together to form a strong bond.**
- **Painting and varnishing can then be re-applied.**
- **Use Humbrol Enamel Thinners.**

#### Glues

- **Dependent on application times vary according to ambient temperature and humidity. Recoat 1-2 hours.**
- **Can be removed if not fully dry with Humbrol Enamel Thinners.**
- **If the varnish becomes too sticky and peels away - simply dissemble and clean out accessories.**
- **Use Humbrol Enamel Thinners.**

#### Finishing

- **Use Humbrol Enamel Thinners.**

### Other Humbrol modelling products

#### Paint

- **Enamel Paint**
- **Aircraft Enamel**
- **Modellers Spray Paint**
- **党校**
- **Acrylic Paint**
- **Precision Poly Cement**
- **Acrylic Gloss Cote**

#### Glues

- **Poly Cement**
- **Liquid Poly**
- **Precision Poly Cement**
- **Model Fix**
- **Balsa Cement**

#### Application

- **Decal Fix**
- **Mask**
- **Brushes**
- **Airbrush**
- **Enamel Thinner**

#### Finishing

- **Matt Coat**
- **Gloss Coat**
- **Matt Coat**
- **Gloss Coat**
- **Bump Coat**
- **Protective Coating**

These are some useful things to bear in mind to ensure you get the best results with Humbrol.